
SPECIFICATION SHEET SPRING SUMMER 2023

SUGAR BOMB SCONCE MONO

SPECIFICATIONS

Ordering Code: 
SB.S.M

Lamp: 
G9 110V LED 4.5W 3000K  
G9 240V LED 4W 2700K 

Lumens: 
250 / 400 LM 

Voltage: 
110 / 240 V 

Watts: 
4 / 4.5 W 

Weight: 
Approx. 2 kg 

PRODUCT OPTIONS

Finishes: 
AB   Aged Brass 
BB   Brushed Brass 
HRB  Hand Rubbed Brass 
DB   Dark Bronze 
MP   Mottled Patina 
PB   Polished Brass 
CL   Copper Leaf 
SL   Silver Leaf 
GL   Gold Leaf 

Installation should only 
be undertaken by a qualified 
professional

WARRANTY

3 Years Fixture 

Sugar Bomb Sconce is a solid 
fixture that will require 
very little maintenance over 
the years.

If your Sugar Bomb is treated 
with care, it will shine 
brightly for many years 
to come. 

Quartz is a mineral formed by 
the Earth. Each crystal piece 
will be unique due to natural 
variation of size, shape, 
colour and clarity. 

Contact us for custom 
variations.
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SPECIFICATION SHEET SPRING SUMMER 2023

SUGAR BOMB SCONCE MONO STONE

SPECIFICATIONS

Ordering Code: 
SB.S.M

Lamp: 
G9 110V LED 4.5W 3000K  
G9 240V LED 4W 2700K 

Lumens: 
250 / 400 LM 

Voltage: 
110 / 240 V 

Watts: 
4 / 4.5 W 

Weight: 
Approx. 4.5 kg 

PRODUCT OPTIONS

Quartz: 
CQ   Clear Quartz 
RQ   Rose Quartz 
SQ   Smoky Quartz 
OB   Obsidian

Installation should only 
be undertaken by a qualified 
professional

WARRANTY

3 Years Fixture 

Sugar Bomb Sconce is a solid 
fixture that will require 
very little maintenance over 
the years.

If your Sugar Bomb is treated 
with care, it will shine 
brightly for many years 
to come. 

Quartz is a mineral formed by 
the Earth. Each crystal piece 
will be unique due to natural 
variation of size, shape, 
colour and clarity. 

Contact us for custom 
variations.
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SPECIFICATION SHEET SPRING SUMMER 2023

SUGAR BOMB SCONCE MONO STONE & BRASS

SPECIFICATIONS

Ordering Code: 
SB.S.M.B

Lamp: 
G9 110V LED 4.5W 3000K  
G9 240V LED 4W 2700K 

Lumens: 
250 / 400 LM 

Voltage: 
110 / 240 V 

Watts: 
4 / 4.5 W 

Weight: 
Approx. 4.5 kg 

PRODUCT OPTIONS

Quartz:

CQ   Clear Quartz 
RQ   Rose Quartz 
SQ   Smoky Quartz 
OB   Obsidian

 
Finishes: 
AB   Aged Brass 
BB   Brushed Brass 
HRB  Hand Rubbed Brass 
DB   Dark Bronze 
MP   Mottled Patina 
PB   Polished Brass 
CL   Copper Leaf 
SL   Silver Leaf 
GL   Gold Leaf

Installation should only 
be undertaken by a qualified 
professional

WARRANTY

3 Years Fixture 

Sugar Bomb Sconce is a solid 
fixture that will require 
very little maintenance over 
the years.

If your Sugar Bomb is treated 
with care, it will shine 
brightly for many years 
to come. 

Quartz is a mineral formed by 
the Earth. Each crystal piece 
will be unique due to natural 
variation of size, shape, 
colour and clarity. 

Contact us for custom 
variations.
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